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 Conference Lodging Facilities

Hotel Amenities
Special hotel amenities for 
  conference attendees include:
- Free Breakfast 
- Complimentary Drink 
- Free high speed internet 
- Clean, fresh, modern rooms
- Complimentary Self-Parking
- On-Site Fitness Center
- Free local calls
- Variety of restaurants 

Be sure to request our special 
2021 TeslaTech  

ExtraOrdinary Technology 
Conference rates! 

$7400 per night!!*
* $79 for 2 people

Hotel Reservations: 
(505) 884-2500
Use Code: TTE 

Conference 
Evening Social

Wed/Thu/Fri/Sat  
~8:30PM 

Meet  the Speakers   
... and New Friends!

Every night provides an opportunity to meet 
the speakers and other  attendees in a relaxed 
social setting. Its a great opportunity to make 
new friends that share your interests.  We 
even provide some refreshments!1901 University Boulevard NE  

Albuquerque, NM 87102
(505) 884-2500

Special rate expires June 30!!!

Wednesday Workshop • August 11  • Free Energy/OverUnity Wkshp

Crowne Plaza Albuquerque

Limited space...  
   Please register by June 30!
Limited space...  
   Please register by June 30!

All conventional transformers utilize a principle 
of transferring electrical energy called Faraday’s 
Law of Induction (1831), which permits a near 
equal amount of REAL AC Power to be trans-
ferred from the input coil to the output coil. This 
“near equal amount” is the result of imperfections 
or losses in the transformer causing the operating 
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Demonstrations of  Real
FREE Energy/OverUnity 
Electrical Technology 
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efficiency of the same transformer to approach, 
but never exceed 100%. These losses show up as 
wasted heat energy. 
Another type of transformer called a Split-Flux 
Inductor (SFI) / Transformer (SFT), embodied in 
US Patent 9620280B2 has efficiencies far exceed-
ing 100% due to its unique construction. Driven 
by AC Power applied to the single primary wind-
ing, the flux produced is split equally into two 
identical cores. Two secondary windings, set up 
an opposing flux action in a third core. This ac-
tion forces the input phase difference between the 
voltage and current to increase as a function of 
frequency. 
This phase difference can easily reach 90° caus-
ing the efficiency of the SFI / SFT to reach in-
finity. Increasing the frequency further causes the 
phase difference to go beyond 90° which in turn, 
causes the efficiency calculation to flip into the 
negative region. 
As part of the live workshop demonstration, all 
this is captured using a Tektronix TPS  2024B 
Isolated 4-Channel Oscilloscope in conjunction 
with customized software specifically developed 
to read the oscilloscope information, calculate 
and display the efficiency of the SFI / SFT device 
on a standard notebook pc. 


